
Production:                  Made in Italy

E
d

. 0
6

/1
7

 -
 A

ll
 s

p
e

ci
fi

ca
ti

o
n

s 
a

re
 s

u
b

je
ct

 t
o

 c
h

a
n

g
e

 w
it

h
o

u
t 

n
o

ti
ce

41SM.PROX srl - Via della Beverara 13 - 40131 Bologna - Italy - Tel. +39 051 6350755 - Fax +39 051 6353462

www.smprox.it/en/ - info@smprox.it

Certificate:

ACCESSORIES
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Features

Bracket for laser pointer Ø 12, with adapter included in 

the package.

Brackets for laser pointers

Glasses for laser pointers

Bracket for laser pointer Ø 20.

Features

Protection glasses for laser pointers, CE marked.

This glasses provides the following optical protections:

range from 600 to 680nm, optical density = 1

range from 660 to 680nm, optical density = 3
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Type

SF010418

SF010423

Type

OP001
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Ø 45,5

Ø 20,2

Bracket for laser pointer Ø 45.SF010419
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Female connectors

Type

C8IF3A 5M

C8LF3A 5M

C12IF4A 5M

C12LF4A 5M

SM515001

Features

M8 - 3 poles - straight - 5 m PVC 3x0,25

M8 - 3 poles - angled - 5 m PVC 3x0,25

M12 - 4 poles - straight - 5 m PVC 4x0,25

M12 - 4 poles - angled - 5 m PVC 4x0,25

M12 - 4 poles - angled - 2 m shielded cable + ground wire
2.000

Connect the yellow/green wire

to the nearest possible earth point

White = +

Brown = -

Connect the socket of the

shielded cable to 0V

Power supply

Type

SM516001

SM516002

Features

Input voltage:  85~264 Vac - 120~370 Vdc

  0,33 A/115 Vac - 0,21 A/230 Vac

Output voltage:  5,0 Vdc - 2A

Input voltage:  85~264 Vac - 120~370 Vdc

  0,33 A/115 Vac - 0,21 A/230 Vac

Output voltage:  24,0 Vdc - 0,42A

ACCESSORIES

Dim. 100x90x22.5


