
65

79

12

M18x1

15

79

4LED

M18

5 mm 8 mm

Stainless steel

approx.161g approx.160g

P7C1F1805AC3B2

P7C1F1805AO3B2

P7C2F1808AC3B2

P7C2F1808AO3B2

12

11

5.8 3x0.5φ

P7C2F1808AOMB3P7C1F1805AOMB3

approx.68gapprox.69g

P7C1F1805ACMB3

51

51

M18

8 mm

1/2``-20UNF 1/2``-20UNF

5 mm

Stainless steel

P7C2F1808ACMB3

8 mm

P7C2F1808AOZB3

P7C2F1808ACZB3

approx.91gapprox.94g

P7C1F1805AOZB3

P7C1F1805ACZB3

55

55

M18

5 mm

65

96

16UN2A

31

M18x1

12

65

96

9

Stainless steel

LED

AC METAL FACE INDUCTIVE PROXIMITY SENSORS

Stainless steelStainless steel Stainless steel

<10%(Sr) <10%(Sr) <10%(Sr)

NO NO NO

<15%(Sr) <15%(Sr) <15%(Sr)

-25 C - +70 C -25 C - +70 C -25 C - +70 C

IP67 IP67 IP67

<1.0%(Sr) <1.0%(Sr) <1.0%(Sr)

10ms/10ms 10ms/10ms 10ms/10ms

<25HZ <25HZ <25HZ

<8VAC AT 400MA <8VAC AT 400MA <8VAC AT 400MA

5mA 5mA 5mA

5A(20ms) 5A(20ms) 5A(20ms)

<1.8mA <1.8mA <1.8mA

400mA 400mA 400mA

<1.8mA <1.8mA <1.8mA

20-250VAC 20-250VAC 20-250VAC

12-36

M18x1

55

5

12




